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C E R T I F I C A T E  O F  A S S E S S M E N T

Report Reference: SA10873-D5-ENEC-Amendment-5 
File(s) Covered: SA10873, SA34094 

Issue date: 2019/03/19 

Product: Combi Tool 

Issued To: Holmatro 

Trademark: Holmatro 

Designations Cutting Performance 

BK48/281-E-8.0 1E 2E 3E 4E 5E 

BK48/281-E-7.9 1E 2E 3E 4E 5E 

BK33/362-E-8.5 1E 2E 3E 4E 5E 

BK33/362-E-8.4 1E 2E 3E 4E 5E 

BK28/431-E-8.6 1E 2E 3E 4E 5E 

BK28/431-E-8.6 1E 2E 3E 4E 5E 

BK48/281-E-8.8 1E 2E 3E 4E 5E 

BK48/281-E-8.7 1E 2E 3E 4E 5E 

BK33/362-E-9.2 1E 2E 3E 4E 5E 

BK33/362-E-9.1 1E 2E 3E 4E 5E 

BK28/431-E-9.5 1E 2E 3E 4E 5E 

BK28/431-E-9.4 1E 2E 3E 4E 5E 

  BK48/281-E-13.7 1E 2E 3E 4E 5E 

  BK33/362-E-14.1 1E 2E 3E 4E 5E 

Model/Type/Serial Ref. 

CT 5111 

CT 5111 RH, CT 5111 ST 

CT 5114 

CT 5114 RH, CT 5114 ST 

CT 5117 

CT 5117 RH, CT 5117 ST 

HCT 5111 

HCT 5111 RH, HCT 5111 ST 

HCT 5114 

HCT 5114 RH, HCT 5114 ST 

HCT 5117 

HCT 5117 RH, HCT 5117 ST 

GCT 5111 EVO 3, GCT 5111 ST  EVO 3, GCT 5111 STA EVO 3 

GCT 5114 EVO 3, GCT 5114 ST  EVO 3, GCT 5114 STA EVO 3 

GCT 5117 EVO 3, GCT 5117 ST  EVO 3, GCT 5117 STA EVO 3   BK28/431-E-14.4 1E 2E 3E 4E 5E 

Ratings: 720 bar (10,443 psi) 

Investigated By: UL LLC 

333 Pfingsten Rd. 

Northbrook, IL  60062 
United States 

Standard(s): EN 13204:2016 

Conclusion: * The submitted combi tools, Models CT, GCT, HCT; followed by 511; followed by 1, 4 or 7; may be followed by RH, ST or STA; 
may be followed by EVO or EVO 3 did comply with the clauses as evaluated to in accordance with EN 13204.  Refer to Report 
Reference No. SA10873-D5-ENEC-Original, SA10873-D5-ENEC-Amendment-1, SA10873-D5-ENEC-Amendment-2, SA10873-
D5-ENEC-Amendment-3, SA10873-D5-ENEC-Amendment-4, and SA10873-D5-ENEC-Amendment-5  for complete evaluation 
details. 

* - Since EN 13204 does not include battery operated rescue tools in its scope, no agency can certify compliance of any battery operated rescue tool to
EN 13204.  We can, however, certify that the hydraulic portion of the subject tool(s) has been tested and found compliant with the relevant requirements 
found in EN 13204 for hydraulic rescue tools. 
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